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DATA SYSTEMS

Important Disclaimer Information:

The following compatibility/interoperability information provided by Hitachi Data Systems should be used as a reference guide only, because hardware and software levels
and releases may vary and numerous hardware and software combinations are possible. Hitachi Data Systems makes no representation or guarantee regarding the
compatibility of specific hardware or software products.

This information is provided "AS IS" without warranty of any kind, including any warranty of merchandising or fitness for a particular purpose.

0OsS: Linux AS 3.0 UP3 Red Hat, IA64, 2.4.21-20
HBA: Emulex LP10000EXDC

Switch Vendor: McDATA

o Vondor | 08 ame | 0% | pcnire | iy | WBAWodol | Wbabrir | swichossr | SR | S | weod || Sterse | s | Gemer | Seve | Eendors | Eender
Version Speed
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ED-6064 (1G) McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ED-6064 (2G) McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - - 6140-4400
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ED-6064 (2G) McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ED-6140 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ES-3016 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ES-3032 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ES-3216 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ES-3232 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ES-4300 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - - 4500-4400
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ES-4300v2 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - - 4500-4400
Red Hat Linux AS 3.0 1A64 Emulex LP10000EXDC v2.01g ES-4400 McDATA v8.00 - Fibre channel 4 Ghps HP rx1620 - - 4400-i10K(v8.00, v6.03)
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ES-4400 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ES-4500 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ES-4500v2 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - - 4500-4400
Red Hat Linux AS 3.0 IA64 Emulex LP10000EXDC v2.01g ES-4700 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
HBA: Emulex LP1050EX
Switch Vendor:  McDATA
o vandor | 08 Mame | 28, | worture | vioh, | HEAModel | HbaDrver | Swichmedsr | SR | Swih | weods || Somse | s | Sorer | geve | Bonder | Exender
Version Speed
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ED-6064 (1G) McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 - - 6140-4400
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ED-6064 (1G) McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ED-6064 (2G) McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ED-6140 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ES-3016 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ES-3032 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ES-3216 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ES-3232 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ES-4300 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = = 4500-4400
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ES-4300 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - - 4500-4700
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ES-4300v2 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = = 4500-4400
Red Hat Linux AS 3.0 1A64 Emulex LP1050EX v2.01g ES-4400 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - - 4400-i10K(v8.00, v6.03)
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ES-4500 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ES-4500v2 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - - 4500-4400
Red Hat Linux AS 3.0 IA64 Emulex LP1050EX v2.01g ES-4700 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Os: Linux AS 3.0 UP3 Red Hat, IA64, 2.4.21-20EL
HBA: Emulex LP10000
Switch Vendor:  McDATA
o Vondor | 05 ame | 0% | pcniire | iy | HBAWodol | badrtr | swichossr | SR | S | weods | Sterse | erses | Semer | Seve | Eendors | ender
Version Speed
Red Hat Linux AS 3.0 1A64 Emulex LP10000 v2.01g ED-6064 (1G) McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ED-6064 (2G) McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 1A64 Emulex LP10000 v2.01g ED-6140 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-3016 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 1A64 Emulex LP10000 v2.01g ES-3032 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-3216 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 1A64 Emulex LP10000 v2.01g ES-3232 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4300 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 1A64 Emulex LP10000 v2.01g ES-4300v2 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4400 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 1A64 Emulex LP10000 v2.01g ES-4500 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4500v2 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 1A64 Emulex LP10000 v2.01g ES-4700 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
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HBA: Emulex LP10000DC
Switch Vendor:  McDATA
CONEE 2% [T Ve?ssion Archgescture V:nB:;r LB 18 (el el izl 3::?3 Fﬁxi\:vcal:e Sl\:lzl;a.dgee Intesr:::g:ype Iﬁ:::a%; 3::(’;::; I?Iirc\ll:l E:(It::(?c?:s Engfr (SEmTTENED
Version Speed
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ED-6064 (1G) McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ED-6064 (2G) McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ED-6140 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3016 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3032 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3216 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3232 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4300 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4300v2 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4400 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4500 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4500v2 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4700 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
HBA: QLogic QLA2340
Switch Vendor:  McDATA
LN 2% [ETTe Ve(r)ssion Archict)escture V:nB:;r el et Hbalbrvey Szl 3;:2'0; Fﬁxi\:vcahre Sl\zz?.dgee Intesr::;:gfype Iﬁ:::a%; \?::c;i: Slirc‘ll:l Ect::js:s Engfr (SETIENED
Version Speed
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ED-6064 (1G) McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ED-6064 (2G) McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ED-6140 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ES-3016 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ES-3032 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ES-3216 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ES-3232 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ES-4300 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ES-4300v2 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ES-4400 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ES-4500 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ES-4500v2 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2340 v6.06.10 ES-4700 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
HBA: QLogic QLA2342
Switch Vendor:  McDATA
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Version Speed
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ED-6064 (1G) McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ED-6064 (2G) McDATA v8.02.00 - Fibre channel 4 Gbhps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ED-6140 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ES-3016 McDATA v8.02.00 - Fibre channel 4 Gbhps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ES-3032 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ES-3216 McDATA v8.02.00 - Fibre channel 4 Gbhps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ES-3232 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ES-4300 McDATA v8.02.00 - Fibre channel 4 Gbhps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ES-4300v2 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ES-4400 McDATA v8.02.00 - Fibre channel 4 Gbhps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ES-4500 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ES-4500v2 McDATA v8.02.00 - Fibre channel 4 Gbhps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2342 v6.06.10 ES-4700 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
HBA: QLogic QLA2344
Switch Vendor:  McDATA
o8 Vendor | 08 Name | 28| 08 | B | veavodsl | Wbaoer | Swicnmoser | SMR | Sweh | weods || Somes | e | S | e | Sedes | S
Version Speed
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ED-6064 (1G) McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ED-6064 (2G) McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ED-6140 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ES-3016 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ES-3032 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ES-3216 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ES-3232 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ES-4300 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ES-4300v2 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ES-4400 McDATA v8.02.00 - Fibre channel 4 Ghps HP rx1620 - -
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Switch Vendor: ~ McDATA
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Version Speed
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ES-4500 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ES-4500v2 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 QLogic QLA2344 v6.06.10 ES-4700 McDATA v8.02.00 - Fibre channel 4 Gbps HP rx1620 - -
OsS: Linux AS 3.0 UP3 Red Hat, IA64, 2.4.21.20.EL
HBA: Emulex LP10000
Switch Vendor:  McDATA
o vendor | 05 Mame | 28, | woriure | Vi, | HBAModel | HbaDrver | Swichmodel | SwSh | Swih | weods || Stose | s | Serer | gene | Bonder | Exender
Version Speed
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ED-6064 (1G) McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ED-6064 (1G) McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ED-6064 (2G) McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ED-6064 (2G) McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ED-6140 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ED-6140 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-3016 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-3016 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-3032 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-3032 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-3216 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-3216 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-3232 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-3232 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4300 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4300 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4300v2 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4300v2 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4400 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4400 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4500 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4500 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4500v2 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4500v2 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4700 McDATA v8.00 = Fibre channel 4 Gbps HP rx1620 = =
Red Hat Linux AS 3.0 IA64 Emulex LP10000 v2.01g ES-4700 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
HBA: Emulex LP10000DC
Switch Vendor:  McDATA
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Version Speed
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ED-6064 (1G) McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ED-6064 (1G) McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ED-6064 (2G) McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ED-6064 (2G) McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ED-6140 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ED-6140 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3016 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3016 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3032 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3032 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3216 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3216 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3232 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-3232 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4300 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4300 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4300v2 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4300v2 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4400 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4400 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4500 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4500 McDATA v8.00, v6.03 - Fibre channel 4 Gbps HP rx1620 - -
Red Hat Linux AS 3.0 IA64 Emulex LP10000DC v2.01g ES-4500v2 McDATA v8.00 - Fibre channel 4 Gbps HP rx1620 - -
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